South Coast
Air Quality Management Dlstrlct

21865 Copley Drive, Diamond Bar, CA 91765-4178
{909) 396~ 2000 - www. aqmd.gov

‘May 19, 2009 -

Mr. Gerardo Rios

" Chief, Permits Office

US EPA, Region IX- Air 3
75 Hawthome Blvd.

San Francisco, CA 94105

Dear Mr. Rios: .

US Govt.,, VA Medical Center, West LA (SIC code 622110), ID 14966 has
proposed to revise their Title V permit by the addition of the following equipment
found in Section D:

Application No. Equipment Page
498101 Emergency ICE 61

T

This proposed revision is a "De Minimis permit revision" to the Title V permit.
Please review the attached draft Section D. Questions concerning changes to the
permit should be directed to Mr. Roy Olivares at (909) 396-2208.

3

Very truly yours,

Wﬂm&,

Michael D. Mills

Senior Manager

General Commercial and Energy
Team Engineering and Compliance

Attachments
CERTIFIED MAIL
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FACILITY PERMIT TO dPERATE
US GOV'T, V A MEDICAL CENTER, WESTL A

Facility Equipment and Requirements
(Section. D)

This section consists of a table listing all permitted cquipment at the facility, facility wide
- requirements, all individual Permits to Construct and Permits to Operate issued to various equipment
at the facility, and Rule 219-exempt equipment subject to source-specific requirements. Each permit
and Rule 219-exempt equipment will list operating conditions including periodic monitoring
requirements, and applicable emission limits and requirements that the equipment is subject to. Also
included is the rule origin and authority of each emission limit and permit condition.
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~ FACILITY PERMIT TO OPERATE
USGOV'T, VA MEDICAL CENTER WEST L A

l

PERMITTED EQUIPMENT LIST

|
THE FOLLOWING IS A LIST OF ALL PERMITS TO-CONSTRUCT AND PERMITS TO OPERATE AT THIS
FACILITY: ’ !

1
i

Application | Page No. | Permit to Operate number’ Eq:uipment description
number ' ! -
254570 4 F50677 . - BOILER (>50 MMBTU/HR) NAT GAS ONLY
254571 7 . F50678 . BOILER {50 MMBTU/HR) NAT GAS ONLY
254572 10 F50679 BOILER (>50 MMBTU/HR) NAT GAS ONLY
281443 13 D75579 . : ICE{(>500 HP) EM ELEC GENDIESEL
1281444 15 . D75580 ' | IC E (>500 HP) EM ELEC GEN DIESEL

- 281453 17 D75635 | C E (>500 HP) EM ELEC GEN DIESEL
281454 119 - D75007 o | C E {60-500 HP) EM ELEC GEN-DIESEL
281455 | 21 1 D75008 - . C E {(50-500 HP)} EM ELEC GEN-DIESEL
420104 23 F63724 - | C E(50-500 HP) EM ELEC GEN-DIESEL -
420105 25 .+ FB3725 ) _ | C E (50-500 HP) EM ELEC GEN-DIESEL
281484 27 D75302 . 1 C E (650-500 HP) EM ELEC GEN-DIESEL
281485 129 -D75303 ' | C E (50-500 HP) EM ELEC GEN-DIESEL
420107 31 F63726 |1 C E {(50-500 HP) EM ELEC GEN-DIESEL
420108 -1 33 F63727 : I C E (50-500 HP) EM ELEC GEN-DIESEL
420112 35 F63728 : 1 C E (50-500 HP) EM ELEC GEN-DIESEL
420114 37 - F63729 | C E (50-500 HP) EM ELEC GEN-DIESEL
447861 39 . Permit to construct i STORAGE TANK GASOLINE )
387371 143 F49028 L . | 1CE{>500 HP) EM ELEC GEN DIESEL
403866 |45 F54754 | C.E (>500 HP) EM ELEC GEN DIESEL -
404383 47 - | F54742 -+ 1 C E {50-500 HP) EM ELEC GEN-DIESEL
404384 - 49 F54744 i-C E (50-500-HP) EM ELEC GEN-DIESEL
404385 151 F54743 ) | C E {(50-500 HP) EM ELEC GEN-DIESEL

1404387 | 53 F54745 . | C E (60-500 HP) EM ELEC GEN-DIESEL -

.| 404389 - | 55 . F54750 1 C E (50-500 HP) EM ELEC GEN-DIESEL
453545 - 57 F88831 : ICE{>500HP)EMELEC GENDIESEL - -
498101 | 61 . iC E (50-500 HP) EM ELEC GEN-DIESEL .

" NOTE: EQUIPMENT LISTED ABOVE THAT HAVE NO CORRESPONDING PERMITS TO'OPERATE NUMBER
ARE ISSUED PERMITS TO CONSTRUCT. THE ISSUANCE OR DENIAL OF THEIR PERMITS TO OPERATE 1S
SUBJECT TO ENGINEERING FINAL REVIEW. ANY OTHER APPLICATIONS THAT ARE STILL BEING
PROCESSED AND HAVE NOT BEEN ISSUED PERMITS TO CONSTRUCT OR PERMITS TO OPERATE WILL
NOT BE FOUND IN THIS TITLE V PERMIT
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FACILITY PERMIT TO OPERATE
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US GOV'T, V A MEDICAL CENTER, WESTL A

f

i

FACILITY WIDE CONDITION(S)

+

. E
Condition(s): - o

1. EXCEPT FOR OPEN ABRASIVE BLASTING - OPERATIONS, THE OPERATOR SHALL NOT
: DISCHARGE INTO THE ATMOSPHERE FROM ANY SINGLE SOURCE OF EMISSIONS WHATSOEVER
ANY AIR CONTAMINANT FOR A PERIOD OR PERJODS AGGREGATING MORE THAN THREE

MINUTES IN ANY ONE HOUR WHICH 1S:

* A. ASDARK OR DARKER IN SHADE AS THAT DESIGN,&TED NO. 1 ON THE RINGLEMANN

CHART, AS PUBLISHED BY THE UNITED STATES BUREAU OF MINES; OR

B. OF SUCH OPACITY AS TO OBSCURE AN OBSERVER’S VIEW TO A DEGREE EQUAL TO OR
GREATER THAN DOES SMOKE DESCRIBED IN SUBPIARAGRAPH (A) OF THIS CONDITION.

[RULE 401] |
I

THE OPERATOR SHALL NOT PURCHASE ANY DIESEL F['JEL UNLESS THE FUEL IS LOW SULFUR

DIESEL FOR WHICH THE SULFUR CONTENT SHALL NOT EXCEED 15 PPMV BY WEIGHT AS |

SUPPLIED BY THE SUPPLIER
[RULE 431.2, RULE 1470]

SV S S
Y OOV
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FACILITY PERMIT TO QPERATE |
US GOV'T, V A MEDICAL GENTER, WEST L A

t

4

I
PERMIT TO OPERATE
l
5 Permit no. ¥F50677

[ . i A/N 254570

| ,
Equipment Description: i
|

BOILER, NO. 2, WATER TUBE, BABCOCK AND WILCOX, MODEL;FM-10-70, NATURAL GAS WITH FUEL
OIL STANDBY FUEL, WITH ONE COMBUSTION LOW NOX BURNER FABER, MODEL WB-1-22FGR, RATED
AT 52,000,000 BTU PER HOUR AND A FULLY-MODULATED AUTOMATIC FORCED DRAFT FLUE GAS
RECIRCULATION, WITH A 7 % H.P. FORCED DRAFT FAN.

1

!

I
Conditions: ‘ ; I

1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW. ; ]

[RULE 204]
1
2. - THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
" CONDITION AT ALL TIMES. !
[RULE 204] & ! l
|
3. THIS EQUIPMENT SHALL COMPLY WITH RULE 1146. ‘l‘
[RULE 1146] : i
- - l
4. AN INDICATOR SHALL BE INSTALLED AND MAINTAINED IN THE EXHAUST TO SHOW OXYGEN
CONTENT IN THE EXHAUST GAS.
[RULE 1146] . P
s THE AMOUNT OF FLUE GAS RECIRCULATED TO THE BURNER SHALL BE AUTOMATICALLY
REGULATED BY THE COMBUSTION AIR AND FUEL TO THE BURNER.
[RULE 1146] .
6. THE BOILER SHALL BE FIRED ON NATURAL GAS ONLY, EXCEPT DURING PERIODS OF NATURAL

GAS CURTAILMENT OR MAINTENANCE TESTING up TO 1500 GALLONS PER YEAR WITH NO.2
FUEL OIL OR LIGHTER GRADE FUEL. !
. [RULE 1146] ﬁ
7. THIS BOILER SHALL BE EQUIPPED WITH A NON- RESETTABLE TOTALIZING FLOW METER FOR
EACH FUEL TO BE BURNED.

[RULE 1146)

3 {
E
8. THE BOILER OPERATOR SHALL RECORD THE ANNUAL NATURAL GAS AND FUEL OIL USAGE.
- ALL RECORDS SHALL BE RETAINED FOR A PERIOD OF FIVE AND BE MADE AVAILABLE TO

DISTRICT PERSONNEL UPON REQUEST.
[RULE 1146]

-f
]
-



Periodic Monitoring:

11.

12.
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FACILITY PERMIT TO OPERATE
US GOV'T, VA MEDICAL CENTER, WESTL A

| . | |
THE 'OPERATOR OF THIS BOILER SHALL COMPLY WITH ANNUAL SOURCE TESTING -
REQUIREMENTS IN SUBDIVISION (d)——COMPLIANCE DEI[ERMINATION OF RULE 1146.

l
OPERATOR SHALL INSTALL AND MAINTAIN AN CONTINUOUS EMISSIONS MONITORING
SYSTEM (CEMS) AS REQUIRED PER RULE 1146 (c)(8) THE CEMS SHALL COMPLY WITH RULE 218!
[RULE 1146, RULE 218]

1

|
t

i

THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSION FROM ALL STACKS
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THIS EQUIPMENT HAS
COMBUSTED ONE MILLION GALLONS OF DIESEL FUEL] TO BE COUNTED CUMULATIVELY
OVER A FIVE YEAR PERIOD. THE INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT
[5 IN OPERATION AND DURING DAYLIGHT HOURS. IF ANY VISIBLE EMISSIONS (NOT
INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE

© MINUTES IN ANY ONE HOUR, THE OPERATOR SHALL EITHER

A. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24
HOURS AND REPORT THE VISIBLE EMISSIONS'AS A POTENTIAL DEVIATION IN THE SAME °
FASHION AS DEVIATIONS ARE REQUIRED TO BE REPORTED IN SECTION K OF THIS PERMIT;
OR [ -

B. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE

. EMISSION EVALUATION”, WITHIN THREE BUSINES}S DAYS AND REPORT ANY DEVIATIONS
TO AQMD.

IN. ADDITION, THE OPERATOR SHALL KEEP THE’RECORDS IN ACCORDANCE WITH THE
RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING
RECORDS: I

A, 'STACK OR EMISSION POINT ISENTIFICATION; I‘

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS
C. DATE AND TIME VISIBLE EMISSION WAS ABATED AND

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER
[RULE3004 (a)(4)] . :

: : 1 s

UNITS WITH AN ANNUAL OIL USAGE GREATER THAN i,ooo,ooo GALLONS IN ANY ONE YEAR
THE OPERATOR SHALL CONDUCT SOURCE TESTING FOR PARTICULATE MATTER ONCE EVERY
FIVE YEARS. THE OPERATOR SHALL CONDUCT AN ANNUAL MAINTENANCE INSPECTION
CHECK OF THE OPERATING PRESSURE, TEMPERATURE AIR SUPPLY, VENT, SMOKE SPOT,
BURNER CONDITION, HEAT-TRANSFER SURFACE CONDITION WATER TREATMENT,
BLOWDOWN AND LEAKAGE b

| ]
THE OPERATOR SHALL KEEP THE RECORDS IN AC_CORI;)ANCE WITH THE RECORDKEEPING
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:

A. DATE WHEN ANNUAL MAINTENANCE INSPEC_TION WAS CONDUCTED.
B. DATE WHEN SOURCE TEST FOR PARTICULATE MATTER WAS CONDUCTED.
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FACILITY PERMIT TO OPERATE
US GOV'T, V A MEDICAL CENTER, WEST L A

+

[RULE 3004 (a)(4)] ' -' !

‘ ) , ! ‘

13.  UNITS WITH A HEAT INPUT GREATER THAN 10 M[\/‘IBTUi/HR AND ANNUAL OIL USAGE GREATER
THAN 1,000,000 GALLONS OR GREATER THAN 336 HOURS OF OPERATION, BUT DOES NOT
EXCEED 2,000,000 GALLONS IN ANY ONE YEAR. THE OPERATOR SHALL CONDUCT AN ANNUAL
MAINTENANCE INSPECTION CHECK OF THE OPERATING PRESSURE, TEMPERATURE, AIR
SUPPLY, VENT, SMOKE SPOT, BURNER CONDITION, HEAT-TRANSFER SURFACE CONDITION,
WATER TREATMENT, BLOWDOWN AND LEAKAGE

THE OPERATOR SHALL KEEP THE RECORDS IN ACCOR]'Z)ANCE WITH THE RECORDKEEPING
REQUIREMENTS TN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: _

C. DATE WHEN ANNUAL MAINTENANCE lNSPECTION WAS CONDUCTED:.
[RULE 3004 (a)(4)] ‘ ! g
Emissions. And Requirements: ;
14, THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
: AND REGULATIONS:

A

-CO:. 2000 PPMV, RULE 407
SOX: 500 PPMV, RULE 407 ,
PM: 0.1 GR/SCF, RULE 409 o
CO: 400 PPMV, RULE 1146
NOX: 30.PPMV, RULE 1146 i

e o At e on e s i S




Equipment Deseription:

-~ BOILER, NO. 1, WATER TUBE, BABCOCK AND WILCOX, MODEL,
OIL STANDBY FUEL, WITH ONE COMBUSTION LOW NOX BURN
" AT 52,000,000 BTU PER HOUR AND A FULLY-MODULATED AUTOMATIC FORCED DRAFT FLUE GAS
RECIRCULATION WITH A 7 2 H.P. FORCED DRAFT FAN. ;

Conditions:

L.

‘GAS CURTAILMENT OR MAINTENANCE TESTING UP TO

[RULE 1146]
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FACILITY PERMIT TO OPERATE
USGOV'T, VAMEDICAL CENTER WESTL A

PERMIT TO OPERATE

'
i
1
t
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Permit no. FS0678
A/N 254571

FM-10-70, NATURAL GAS WITH FUEL
ER, FABER, MODEL WB-1-22FGR, RATED

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA

AND SPECIFICATIONS SUBMITTED WITH THE APPLICAT
ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204] r

ION UNDER WHICH THIS-PERMIT IS

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KERT IN GOOD OPERATING

CONDITION AT ALL TIMES. _ ,
[RULE204] o

THIS EQUIPMENT SHALL COMPLY WITH RULE 1146
[RULE 1146]

AN INDICATOR SHALL BE INSTALLED AND MAINTAINED IN THE EXHAUST TO SHOW OXYGEN.

CONTENT IN THE EXHAUST GAS. :
[RULE 1146] ‘ :

THE AMOUNT OF FLUE GAS RECIRCULATED TO THE BURNER SHALL BE AUTOMATICALLY .
REGULATED BY THE COMBUSTION AIR AND FUEL TO THE BURNER.

[RULE 1146]

THE BOILER‘ SHALL BE FIRED ON NATURAL GAS ONLY' EXCEPT DURING PERIODS OF NATURAL

FUEL OIL OR LIGHTER GRADE FUEL. , !
[RULE 1146] , '

1500 GALLONS PER YEAR WITH NO. 2

THIS BOILER SHALL BE EQUIPPED WITH A NON- RESETTABLE, TOTALIZING FLOW METER FOR

EACH FUEL TO BE BURNED.

THE BOILER OPERATOR SHALL RECORD THE ANNgUAL'NATURAL GAS AND FUEL OIL USAGE.
ALL RECORDS SHALL BE RETAINED FOR A PERIOD OF FIVE AND BE MADE AVAILABLE TO

DISTRICT PERSONNEL UPON REQUEST ' i
[RULE 1146] ‘
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FACILITY PERMIT TO OPERATE
US GOV'T, V AMEDICAL CENTER, WEST L A

THE OPERATOR OF THIS BOILER SHALL COMPLY WITH ANNUAL SOURCE TESTING
REQUIREMENTS IN SUBDIVISION (d)——COMPLIANCE DETERMINATION OF RULE. 1146.

OPERATOR SHALL INSTALL AND MAINTAIN AN CONTINUOUS EMISSIONS MONITORING
SYSTEM (CEMS) AS REQUIRED PER RULE 1146 (c)(S) THE CEMS SHALL COMPLY WITH RULE 218.
fRULE 1146, RULE 218] .

'
1
*
r
|

Periodic Monitoring:

L

12,

THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSION FROM ALL STACKS
AND-OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THIS EQUIPMENT HAS '
COMBUSTED ONE MILLION GALLONS OF DIESEL FUELI TO BE COUNTED CUMULATIVELY
OVER A TIVE YEAR PERIOD. THE INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT
IS IN OPERATION AND DURING DAYLIGHT HOURS. IF ANY VISIBLE EMISSIONS (NOT

- INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE

MINUTES TN ANY ONE HOUR, THE OPERATOR SHALL EITHER:

: | ’
C. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24

HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN THE SAME
FASHION AS DEVIATIONS ARE REQUIRED TO BE REPORTED IN SECTION K OF THIS PERMIT;
OR !

D. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS
TO AQMD.

IN ADDITION, THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE
RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING
RECORDS: .

E. STACK OR EMISSION POINT IDENTIFICATION; l
F. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
G. DATE AND TIME VISIBLE EMISSION WAS ABATED' AND

H. VISIBLE EMISSION OBSERVATION RECORDEDBY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

UNITS WITH AN ANNUAL QIL USAGE GREATER THAN 2,000,000 GALLONS IN ANY ONE YEAR :
THE OPERATOR SHALL CONDUCT SOURCE TESTING FOR PARTICULATE MATTER ONCE EVERY
FIVE YEARS. THE OPERATOR SHALL CONDUCT AN ANNUAL MAINTENANCE INSPECTION
CHECK OF THE OPERATING PRESSURE, TEMPERATURE AIR SUPPLY, VENT, SMOKE SPOT,
BURNER CONDITION, HEAT-TRANSFER SURFACE CONDITION WATER TREATMENT,

- BLOWDOWN AND LEAKAGE

£
i
-
i

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:

I
D. DATE WHEN ANNUAL MAINTENANCE INSPECTION WAS CONDUCTED

:
i
{
'
I
[
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Emissions And Requirements:

14.
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FACILITY PERMIT TO OPERATE
US GOV'T, VA MEDICAL CENTER, WEST L A

| !
E. DATE WHEN SOURCE TEST FOR PARTICULAT E MATTER WAS CONDUCTED
[RULE 3004 (a)(4)]

UNITS WITH A HEAT INPUT GREATER THAN 10 MMBTU/HR AND ANNUAL OIL USAGE GREATER

-THAN 1,000,000 GALLONS OR GREATER THAN 336 HOURS OF OPERATION, BUT DOES NOT

EXCEED 2,000,000 GALLONS IN ANY ONE YEAR, THE OPERATOR SHALL CONDUCT AN ANNUAL
MAINTENANCE INSPECTION CHECK OF THE OPERATING PRESSURE, TEMPERATURE, AIR
SUPPLY, VENT, SMOKE SPOT, BURNER CONDITION HEAT-TRANSFER SURFACE CONDITION,
WATER TREATMENT, BLOWDOWN AND LEAKAGE

:

l‘

"

" THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING

REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:

|
F. DATE WHEN ANNUAL MAINTENANCE INSPECTION WAS CONDUCTED..
[RULE 3004 (a)(4)] .

§

|

! ' ' 2
THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS: ‘

- CO: 2000 PPMV, RULE 407
SOX: 500 PPMV, RULE 407
PM: 0.1 GR/SCF, RULE 409
CO: 400 PPMV, RULE 1146

' NOX: 30 PPMV, RULE 1146

e ke -
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FACILITY PERMIT TO OPERATE
US GOV'T, VA MEDICAL CENTER, WESTL A

|
PERMIT TO OP'ERATE

. Permit No. F50679
- A/N 254572

Equi'pment Description:

BOILER NO. 4, WATER TUBE, BABCOCK AND WILCOX, MODEL FM-10-70, NATURAL GAS WITH FUEL OIL
STANDBY FUEL, WITH ONE COMBUSTION LOW NOX BURNER FABER MODEL WB-1-22FGR, RATED AT
52,000,000 BTU PER HOUR AND A FULLY-MODULATED AUTOMATIC FORCED DRAFT FLUE GAS
RECIRCULATION SYSTEM WITH A 7 1/2 HP FORCE DRAFT FAN.

7 Conditions:

1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA
~ AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
. CONDITION AT ALL TIMES.
[RULE 204]

3. THIS EQUIPMENT SHALL COMPLY WITH RULE 1146.
[RULE 1146]

4. AN I_NDICATOR SHALL BE INSTALLED AND MAINTAINED IN THE EXHAUST TO SHOW THE
‘ OXYGEN CONTENT IN THE EXHAUST GAS. .
[RULE 1146]

l
5. THE AMOUNT OF FLUE GAS RECIRCULATED BACK TO THE BURNER SHALL BE
' AUTOMATICALLY REGULATED BY THE COMBUSTION AIR AND FUEL TO THE BURNER
[RULE 1146]

6. ‘THE BOILER SHALL BE FIRED ON NATURAL GAS ONLY, EXCEPT DURING PERIODS OF NATURAL
GAS CURTAILMENT OR MAINTENANCE TESTING UP TO 1500 GALLONS PER YEAR WITHNO. 2
FUEL OIL OR LIGHTER GRADE FUEL. ‘ | ‘

[RULE 1146].
7. - THIS BOILER SHALL BE EQUIPPED WITH A NON-RESETTABLE, TOTALIZING FLOW METER FOR
EACH FUEL TO BE BURNED. ‘
[RULE 1146]
. |
8. THE BOILER OPERATOR SHALL RECORD THE ANNUAL[NATURAL GAS AND FUEL OIL USAGE.

ALL RECORDS SHALL BE RETAINED FOR A PERIOD OF FIVE YEARS AND BE MADE AVAILABLE -
TO DISTRICT PERSONNEL UPON REQUEST.
[RULE 1146]
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FACILIT Y PERMIT TO OPERATE
U S GOV'T, VA MEDICAL Cl'ENTER WESTL A
|
I
I

THE OPERATOR OF THIS BOILER SHALL COMPLY WITH ANNUAL SOURCE TESTING
REQUIREMENTS IN SUBDIVISION (d)-—COMPLIANCE DETERMINATION OF RULE 1146. ’

THE OPEATOR SHALL INSTALL AND MAINTAINE AN CONTINUOUS EMISSIONS MONITORING --
SYSTEM (CEMS) AS REQUIRED PER RULE 1146 (c}(8). THE CEMS SHALL COMPLY WITH RULE 218:
[RULE 1146, RULE 218] )

Periodic Monitoring: . ’

11.

12

THE OPERATOR SHALL CONDUCT AN INSPECTION!‘FORIVISIBLE EMISSION FROM ALL STACKS
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THIS EQUIPMENT HAS
COMBUSTED ONE MILLION GALLONS OF DIESEL FUELI TO BE COUNTED CUMULATIVELY
OVER A FIVE YEAR PERIOD. THE INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT
IS IN OPERATION AND DURING DAYLIGHT HOURSI IF ANY VISIBLE EMISSIONS (NOT
INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN TBREE

MINUTES IN-ANY ONE HOUR, THE OPERATOR SHALL E‘ITHER

A. TAKE CORRECTIVE ACTION(S) THAT ELIMTNATES THE VISIBLE EMISSIONS WITHIN 24

- HOURS AND REPORT THE VISIBLE EMISSIONS AS A{POTENTIAL DEVIATION IN THE SAME
FASHION AS DEVIATIONS ARE REQUIRED TO BE REPORTED IN SECTION.K OF THIS PERMIT;
OR

B. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS -
TO AQMD.

IN'ADDITION, THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE
RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING
RECORDS:

A. STACK OR EMISSION POINT IDENTIFICATION
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKITJN TO ABATE VISIBLE EMISSIONS; |

C. DATE AND TIME VISIBLE EMISSION WAS ABATED AND

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]-

UNITS WITH AN ANNUAL OIL USAGE GREATER THAN 2 ;000,000 GALLONS IN ANY ONE YEAR
THE OPERATOR SHALL CONDUCT SOURCE TESTING FOR PARTICULATE MATTER ONCE EVERY .
FIVE YEARS, THE OPERATOR SHALL CONDUCT AN ANNUAL MAINTENANCE INSPECTION
CHECK OF THE OPERATING PRESSURE, TEMPERATURE1 ATR SUPPLY, VENT, SMOKE SPOT,
BURNER CONDITION, HEAT-TRANSFER SURFACE CONDITION WATER TREATMENT,
BLOWDOWN AND LEAKAGE

THE OPERATOR SHALL KEEP THE RECORDS TN ACCORDANCE WITH THE RECORDKEEPING
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:

'A. DATE WHEN. ANNUAL MAINTENANCE INSPECTION WAS CONDUCTED.
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B. DATE WHEN SOURCE TEST FOR PARTICULATE MATTER WAS CONDUCTED.
[RULE 3004 (a)(4)]

13. UNITS WITH A HEAT INPUT GREATER THAN 10 MMBTU/HR AND ANNUAL OIL USAGE GREATER
THAN 1,000,000 GALLONS OR GREATER THAN 336 HOURS OF OPERATION, BUT DOES NOT
EXCEED 2,000,000 GALLONS I[N ANY ONE YEAR. THE OPERATOR SHALL CONDUCT AN ANNUAL
MAINTENANCE INSPECTION CHECK OF THE OPERAT[NG PRESSURE, TEMPERATURE, AIR
SUPPLY, VENT, SMOKE SPOT, BURNER COND]TION HEAT-TRANSFER SURFACE CONDITION
WATER TREATMENT, BLOWDOWN AND LEAKAGE

THE OPERATOR SHALL KEEP THE RECORDS IN AClCORDANCE WITH THE RECORDKEEPING
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:

A. DATE WHEN ANNUAL MAINTENANCE INSPECTION WAS CONDUCTED.
[RULE 3004 (a)(4)] .

" Emissions And Requirements:

14. - THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

L) 2000 PPMV, RULE 407
SOX: 500 PPMV, RULE 407
PM: 0.1 GR/SCF, RULE 409
CO: 400 PPMV, RULE 1146
NOX: 30PPMV,RULE I'146
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FACILITY PERMIT TO OPERATE
US GOV'T, VA MEDICAL CENTER, WEST L A

PERMIT TO OPERATE

Permit No. D75579
© A/N 281443

Equipment Description:
INTERNAL COMBUSTION ENGINE, GENERAL MOTORS, DIESEL FUELED, EMERGENCY ELECTRICAL

GENERATOR, MODEL NO. 16-645-E4, SERIAL NO. 75M1 1042 16 G‘YLINDERS TURBOCHARGED
INTERCOOLED 3125 BHP.

Conditions;

1. .OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS.
ISSUED UNLESS OTHERWISE NOTED BELOW

[RULE 204]

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

3, A TIMER SHALL BE INSTALLED SO AS TO INDICATE THE ENGINE ELAPSED OPERATING TIME.

- [RULE 1304 (a)(4), RULE 1110.2, RULE 1470]

4, THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS TN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE! YEAR FOR MAINTENANCE AND TESTING
PURPOSES. :

_[RULE 1304 (a), RULE 11102, RULE 1470]

5. . THEOPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE
MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING QOUTAGES IN
THE CONTROL AREA WHERE THE ENGINE IS LOCATED |OR HAS INDICATED THAT IT EXPECTS

~ TOISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY |
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT
[RULE 1304 (a), RULE 1470]

6. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A( FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO.S0O BY THE UTILITY OR THE GRID OPERATOR. -

[RULE 1470] :

7. . AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:
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FACILITY PERMIT TO OPERATE
US GOV'T, V A MEDICAL CENTER, WESTL A -

A.  EMERGENCY USE HOURS OF OPERATION
B. MAINTENANCE AND TESTING HOURS -
C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)

IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END QF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED

. SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.
[RULE 1304 (a), RULE 11162, RULE 1470]

8. THE OPERATOR SHALL COMPLY WITH ALL APPLICABIE REQUIREMENTS OF
RULES 431.2 AND 1470.
[RULE 431.2, RULE 1470]

9, THE FUEL INJECTION TIMING OF THIS ENGINE SHALL BE SET AND MAINTAINED AT 4 DEGREES |
RETARDED RELATIVE TO STANDARD TIMING. .
[RULE 1303 (a)(1)]

Emissions And Requirements:

10, THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE EOLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR EMIS_S[ON LIMITS
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FACILITY PERMIT TO OPERATE
US GOV'T, VA MEDICAL CENTER, WESTL A

PERMIT TO OPERATE

Permit No. D75580
A/N 281444

. Equipment Description:

“INTERNAL COMBUSTION ENGINE, GENERAL MOTORS, DIESEL*FUELED EMERGENCY ELECTRICAL
GENERATOR, MODEL NO. 16-645-E4, SERIAL NO. 75M1 1061 16 CYLINDERS TURBOCHARGED,
INTERCOOLED, 3125 BHP,

Conditions:

1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
: AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

. 2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

3. A TIMER SHALL BE INSTALLED SO AS TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
. [RULE 1304 (a)(4), RULE 1110.2, RULE 1470]
4 THIS ENGINE SHALL NOT OPERATE MORE THAN 200 H(DURS IN ANY ONE YEAR, WHICH
‘ INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING

PURPOSES. ‘

[RULE 1304 (a), RULE 11102, RULE 1470] N

5, THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE °
MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A L.OSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING QUTAGE, PROVIDED THAT THE

- ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS

. TO ISSUE SUCH AN-ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY|DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR!/IN EFFECT.
[RULE 1304 (a), RULE 1470]

6. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH Al FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN -
REQUESTED TO SO BY THE UTILITY OR THE GRID|OPERATOR.

[RULE 1470]

7. AN ENGINE OPERATING LOG SHALL BE MATNTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:
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FACILITY PERMIT TO OPERATE
US GOV'T, VA MEDICAL CENTER WEST L A

A. EMERGENCY USE HOURS OF OGPERATION
B. . MAINTENANCE AND TESTING HOURS
C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)

IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTR[CT PERSONNEL UPON REQUEST. THE
TOTAL HOURS.OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED .
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.

[RULE 1304 (a), RULE 11102, RULE 1470]

8. THE OPERATOR SHALL COMPLY WITH ALL, APPLICABLE REQUIREMENTS OF
RULES 431.2'AND 1470.
[RULE 4312, RULE 1470]

7. THE FUEL INJECTION TIMING OF THIS ENGINE SHALL BE SET AND MAINTAINED AT 4 DEGREES
RETARDED RELATIVE TO STANDARD TlMlNG
[RULE 1303 (a)(1)]

Emissions And Requirements:

8. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR EMISSION|LIMITS
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F ACILITY PERMIT T]O OPERATE
US GOV'T VA MEDICAL GENTER WEST L A

PERMIT TO OPERATE

Permit No. D75635
A/N 281453

Equipment Description:

INTERNAL COMBUSTION ENGINE, CATERPILLAR, DIESEL FUELED, EMERGENCY ELECTRICAL
GENERATOR, MODEL NO. 35085TD, SERIAL NO. 23702148, & CYLI INPERS, TURBOCHARGED,
INTERCOOLED, 1027 BHP. '

Conditions: -
1. - OPERATION OF THIS EQUIPMENT SHALL BE CONQUCTED IN ACC(“)RDANCE WITH ALL DATA

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT I8
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204] -

3, A TIMER SHALL BE INSTALLED SO AS TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470]

4. THIS ENGINE-SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES. ]

[RULE 1304 (a), RULE §110.2, RULE 1470]- I

3 THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE
MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING QUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
'SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY|DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR/IN EFFECT.

[RULE 1304 (a), RULE 1470] ‘

6. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH Al FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1470} T

: |
7. AN ENGINE OPERATING. LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:
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FACILITY PERMIT TO OPERATE
US GOV'T,V AMEDICAL GENTER WEST LA

|

A, EMERGENCY USE HOURS OF OPERATION ]
B. MAINTENANCE AND TESTING HOURS . |
C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)

IN ADDITION, EACH TIME THE ENGINE IS STARTE]D MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST, THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALEENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.
[RULE 1304 (a), RULE 11102, RULE 1470] . !
|
8.~ THE OPERATOR SHALL COMPLY WITH ALL APPLICABI.E REQUIREMENTS OF

RULES 431.2 AND 1470. .

[RULE 431.2, RULE 1470]

9. ©  THE FUEL INJECTION TIMING OF THIS ENGINE SHALL BE SET AND MAINTAINED AT 4 DEGREES
RETARDED RELATIVE TO STANDARD TIMING. ;

[RULE 1303 (a)}(1)} 1

' l

|

i

|
10. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS: J .

Emissions And Requirements:

PM: RULE 404, SEE APPENDIX B FOR EMISSION \LIMITS

A WU A T




Equipment Description:
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FACILITY PERMIT TO OPERATE
US GOV'T, VA MEDICAL CENTER, WEST L A

PERMIT TO OPERATE

Permit No. D75007
A/N 281454

INTERNAL COMBUSTION ENGINE, ONAN, DIESEL FUEI_ED, EMERGENCY ELECTRICAL GENERATOR,
MODEL NO. 150 OYDG-15R21965H, SERJAL NO. B800483596,|6 CYLINDERS, TURBOCHARGED, 225 BHP,

Conditions:

’ 1 -..

i

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

"~ THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING

CONDITION AT ALL TIMES. !
[RULE 204] :

A TIMER SHALL BE INSTALLED SO AS TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470]
THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES. . ,

[RULE 1304 (a), RULE 1110.2, RULE 1470]

THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE
MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE~
TERMINATED IMMEDIATELY AFTER THE UTILITY|DISTRIBUTION COMPANY ADVISES THATA
ROTATING OUTAGE IS NO LONGER IMMINENT OR/IN EFFECT.

[RULE 1304 (a), RULE 1470]

THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A| FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID|OPERATOR,

[RULE 1470]

AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL

. LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWTNG AREAS:

Al EMERGENCY USE HOURS OF OPERAT[ON
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FACILITY PERMIT TO OPERATE
USGOV'T,V A MEDICAL CENTER, WESTL A

B. MAINTENANCE AND TESTING HOURS
C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)

IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.

[RULE 1304 (a), RULE 1110.2, RULE 1470] -

8. * THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
" RULES431.2 AND 1470.
[RULE 431.2, RULE 1470].
9. THE FUEL INJECTION TIMING OF THIS ENGINE SHALL BE SET AND MAINTAINED AT 4 DEGREES
RETARDED RELATIVE TO STANDARD TIMING. . )
[RULE 1303 (a)(1)]

Emissions And Requirements: .

10. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES

AND REGULATIONS: 1 .
i :
PM: RULE 404, SEE APPENDIX B FOR EMISSION IIMITS

i o o s e ot s < i
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FACILITY PERMIT TO OPERATE,
US GOV'T, V A MEDICAL CENTER, WEST L A
1. B
PERMIT TO OPERATE

Permit No. D75008
A/N 281455 '

VUV RU TR

INTERNAL COMBUSTION ENGINE, ONAN DIESEL FUELED EMERGENCY ELECTRICAL GENERATOR,
MODEL NO 150 OYDG 15R21965H, SERIAL NO. 8800483597 ‘6 CYLINDERS, TURBOCHARGED, 225 BHP.

Condmons

1

(%

t
1

: |
OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA

- AND SPECIFICATIONS SUBMITTED WITH THE APPLICAT[ON UNDER WHICH THIS PERMIT IS

ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204] ;
THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES. N

[RULE 204] ‘ ;
A TIMER SHALL BE INSTALLED SO AS TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1304 (2)(4), RULE 1110.2, RULE 1470] :

THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH

" INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING

PURPOSES.
[RULE 1304 (a), RULE 1110.2, RULE 1470]

THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE
MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN -
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR'IN-EFFECT.
[RULE 1304 (a), RULE 1470]

THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND, RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1470]

AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN.EACH OF THE FOLLOWING AREAS
A.- EMERGENCY USE HOURS OF OPERATION |
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FACILITY PERMIT T;O OPERATE
US GOV'T,V AMEDICAL CENTER, WEST L A

B. MAINTENANCE AND TESTING HOURS
C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)
IN ADDITION, EACH TIME THE ENGINE 1S STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST.. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY' OF EACH YEAR.

. [RULE 1304 (a), RULE 1110.2, RULE 1470}

8. THE OPERATOR SHALL COMPLY WITH ALL APPL[CABLE REQUIREMENTS OF
RULES 431.2 AND 1470. |
[RULE 431.2, RULE 1470]
9, THE FUEL INJECTION TIMING OF THIS ENGINE SHALL BE SET AND MAINTAINED AT 4 DEGREES
RETARDED RELATIVE TO STANDARD TIMING.
- [RULE 1303 (a)(1)]

- Emissions And Requirements;

10. - THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE R_EQU[REMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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FACILITY PERMIT TO OPERATE
US GOV'T, VA MEDICAL CENTER, WEST L A

PERMIT TO OPERATE

Permit No. F63724
. ) - A/N 420104 .

Equipment Description:

‘INMTERNAL COMBUSTION ENGINE, WHITE, DIESEL FUELED, EMERGENCY ELECTRICAL GENERATOR,
MODEL NO. D3000T, SERIAL NO. 3428864 D3000TX210, 6 CYLINDERS, TURBOCHARGED, 100 BHP.

Conditions:

1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND.SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

3. A TIMER SHALL BE INSTALLED SO AS TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470]

4. THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 1304 (a), RULE 1110.2, RULE 1470]

5. THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE
. MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID

POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT.
[RULE 1304 (a), RULE 1470]

6. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1470]

L7 AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
- LIST-ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:;
A EMERGENCY USE HOURS OF OPERATION.
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FACILITY PERMIT TO OPERATE
US GOV'T, VAMEDICAL CENTER, WESTL A

B. MAINTENANCE AND TESTING HOURS

C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)

IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE

_TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.

[RULE 1304 (a), RULE 11102, RULE 1470]

8. - THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
RULES 431.2 AND 1470,
. [RULE 431.2, RULE 1470]

Emissions And Requirements:

% 9.+ THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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FACILITY PERMIT TO OPERATE
US GOV'T,V AMEDICAL CENTER, WESTL A

PERMIT TO OPERATE

Permit No. F63725
A/N 420105

Equipment Description:

INTERNAL COMBUSTION ENGINE, WHITE, DIESEL FUELED, EMERGENCY ELECTRICAL GENERATOR,
MODEL NO. D4800T, SERIAL NO. 4018882, 6 CYLINDERS, TURBOCHARGED, 175 BHP,

Conditions:
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW,

. [RULE 204]

2, THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES. :
[RULE 204] -

3. A TIMER SHALL BE INSTALLED SO AS TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470]

4. THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES..

[RULE 1304 (), RULE 1110.2, RULE 1470]

3 THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE
MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN'
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT.

[RULE 1304 (), RULE 1470]

6. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD-ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1470]

R AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:
Al EMERGENCY USE HOURS OF OPERATION

t
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- FACILITY PERMIT TO OPERATE
US GOV'T,VAMEDICAL CENTER, WESTL A

B. MAINTENANCE AND TESTING HOURS

C. OTHER OPERATING HOURS (DESCRIBE . THE REASON FOR OPERATION) ‘
IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO -
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED -
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR,

IRULE 1304 (), RULE 1110.2, RULE 1470]

§ ¢ THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
RULES 431.2 AND 1470.
[RULE.431.2, RULE 1470]

Emissions And Requirements:

"9, THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES -
AND REGULATIONS

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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FACILITY PERMIT TO OPERATE
US GOV'T, VAMEDICAL CENTER, WESTL A

PERMIT TO OPERATE
Permit No. D75302
A/N 281484
Equipméht Description:

I'NTERNAL COMBUSTION ENGINE, ONAN, DIESEL FUELED, EMERGENCY ELECTRICAL GENERATOR,
MODEL NO. 300-ODFS17R-9222A, SERIAL NO. K760 189 133, 6 CYLINDERS, TURBOCHARGED, 400 BHP.

Conditions:
T. OPERATION OF THIS EQUiPMENT SHALL BE CONDUCTE[j IN ACCORDANCE WITH ALL DATA

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204] .

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

3. ATIMER SHALL BE INSTALLED SO AS TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470]

4. THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 1304 (a), RULE 1110.2, RULE 1470]

5. 'THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE
- MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID

POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING QUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE 1S LOCATED IN A UTILITY
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE -
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT.
[RULE 1304 (a), RULE 1470]

6. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1470] -

7. AN ENGIN_E OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:
A. EMERGENCY USE HOURS OF OPERATION
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FACILITY PERMIT TO OPERATE
US GOV'T, V AMEDICAL CENTER, WEST L A

B. MAINTENANCE AND TESTING HOURS

C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION) _

IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.

[RULE 1304 (a), RULE 11102, RULE 1470]

8. THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
RULES 431.2 AND 1470,
[RULE 431.2, RULE 1470]
9. THE FUEL INJECTION TIMING OF THIS.ENGINE SHALL BE SET AND MAINTAINED AT 4 DEGREES
RETARDED RELATIVE TO STANDARD TIMING. '
[RULE 1303 (a)(1)] -

Emissions And Requirements:

10, THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS: '

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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FACILITY PERMIT TO OPERATE
- US GOV'T, VA MEDICAL CENTER, WEST L A

PERMIT TO OPERATE

Permit No. D75303
A/N 281485 A

Equipment Description:

INTERNAL COMBUSTION ENGINE, DETROIT DIESEL, DIESEL FUELED, EMERGENCY ELECTRICAL
GENERATOR, MODEL NO. 6045 —C, SERIAL NO. 6A-59037, 6 CYLINDERS, TURBOCHARGED, 125 BHP.

Conditi(mS'
1. ' OPERAT[ON OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WI FH ALL DATA

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW,

[RULE 204]

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204

3. A TIMER SHALL BE INSTALLED SO AS TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470] '

4. - THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 1304 (a), RULE 1110.2, RULE 1470]

5. THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE
-~ MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT,A CERTAIN TIME, AND THE ENGINE'IS LOCATED IN A UTILITY

SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT.

[RULE 1304 (), RULE 1470]

© 6. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
‘ INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR

REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID, OPERATOR
[RULE 1470]

7. AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:
A. EMERGENCY USE HOURS OF OPERATION
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FACILITY PERMIT TO OPERATE
US GOV'T, V AMEDICAL CENTER, WEST L A

B.- MAINTENANCE AND TESTING HOURS
C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION) =

. IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF

" OPERATION THE LOG SHALL BE KEPT FOR A'MINIMUM OF THREE CALENDAR YEARS PRIOR TO

THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPCN REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.
[RULE 1304 (a), RULE 1110.2, RULE 1470]

8. THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
‘ RULES 431.2 AND 1470.
[RULE 431.2, RULE 1470]
9, THE FUEL INJECTION TIMING OF THIS ENGINE SHALL BE SET AND MAINTAINED AT 4 DEGREES
RETARDED RELATIVE TO STANDARD TIMING.
RULE 1303 (a)1)]

Emissions And Requirements:

10. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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FACILITY PERMIT TO OPERATE
USGOV'T,V A MEDICAL CENTER, WEST LL A

PERMIT TO OPERATE

Permit No. F63726
A/N 420107 '

Equipment Description:

INTERNAL COMBUSTION ENGINE, PERKINS, DIESEL FUELED, EMERGENCY ELECTRICAL GENERATOR,
MODEL NO. SP-45-3-H, SERIAL NO. 1898, 6 CYLINDERS, TURBOCHARGED, 75 BHP.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
I[SSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204}

A TIMER SHALL BE INSTALLED SO AS TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470]

THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES. ‘

[RULE 1304 (a), RULE 1110.2, RULE 1470]

THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE
MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR 1N EFFECT.

[RULE 1304 (a), RULE 1470]

THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1470]

AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:
A EMERGENCY USE HOURS OF OPERATION
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. ~ FACILITY PERMIT TO OPERATE
US GOV'T, V AMEDICAL CENTER, WEST L A

B. MAINTENANCE AND TESTING HOURS

C.  OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)

IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE.OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.

[RULE 1304 (a), RULE 1110.2, RULE 1470]

8. THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
RULES 431.2 AND 1470. .
IRULE 431.2, RULE 1470}

Emissions And Requirements:

9. - THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS



Sectien D Page 33
Facility 1.D.#: 014966
Revision # draft 1

- Date: May 19, 2009

: FACILITY PERMIT TO OPERATE
US GOV'T,V AMEDICAL CENTER, WEST L. A

PERMIT TO OPERATE

Permit No. F63727
A/N 420108

Equipment Description:

INTERNAL COMBUSTION ENGINE, PERKINS, DIESEL FUELED, EMERGENCY ELECTRICAL GENERATOR,
MODEL NO, 8P-45-3-H, SERIAL NO. 1893, 6 CYLINDERS, TURBOCHARGED, 75 BHP.

Conditions:
1. ~ OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA,

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS. PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]
2. . THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING

CONDITION AT ALL TIMES.
{RULE 204}

3. ATIMER SHALL BE INSTALLED SO AS TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470] '

4. THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH

| . INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING

PURPOSES.

[RULE 1304 (2), RULE 1110.2, RULE 1470]

5. . THE OPERATION'OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE
" MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID

POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING QUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING QOUTAGES IN.
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING QUTAGE IS NO LONGER IMMINENT OR IN EFFECT.
[RULE 1304 (a), RULE 1470] - ' ‘

6. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
. REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN .
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.
[RULE 1470] '

7. - ANENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON. A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:
A, EMERGENCY USE HOURS OF OPERATION
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FACILITY PERMIT TO OPERATE
US GOV'T,V AMEDICAL CENTER, WEST L A

B. MAINTENANCE AND TESTING HOURS

C.  OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)

IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF -
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.

[RULE 1304 (a), RULE 1110.2, RULE 1470]

3 THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
) RULES 431.2 AND 1470.
[RULE 431.2, RULE 1470]

Emissions And Requirements:

9. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
. AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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"FACILITY PERMIT TO OPERATE :
US GOV'T, VA MEDICAL CENTER, WESTL A

PERMIT TO OPERATE

Permit No. F63728
A/N 420112

Equlpment Descrlptmn

INTERNAL COMBUSTION ENGINE, PERKINS, DIESEL FUELED, EMERGENCY ELECTRICAL GENERATOR,
MODEL NO. SP-45-3-H, SERIAL NO. 1894, 6 CYLINDERS, TURBOCHARGED, 75 BHP.

Conditions:

1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW,

[RULE 204]

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

3. A TIMER SHALL BE INSTALLED SO AS TO INDICATE THE ENGINE ELAPSED OPERATING TIME
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470]

4. THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 1304 (a), RULE 1110.2, RULE 1470}

5. THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE
MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE

' ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT.

[RULE 1304 (a), RULE 1470]

6. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1470]

7. AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:
A EMERGENCY USE HOURS OF OPERATION
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| FACILITY PERMIT TO OPERATE
USGOV'T, VA MEDICAL CENTER, WEST L A

B.  MAINTENANCE AND TESTING HOURS

C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)

IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY -OF EACH YEAR.

FRULE 1304 (a), RULE 11102, RULE 1470]

8. THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
RULES 431.2 AND 1470,
[RULE 431.2, RULE 1470]

Emissions And Requirements:

9. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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FACILITY PERMIT TO OPERATE
US GOV'T, VA MEDICAL CENTER, WEST L A

PERMIT TO OPERATE

Permit No. F6372%
A/N 420114

Equipment Description: -

- INTERNAL COMBUSTION ENGINE, PERKINS, DIESEL FUELED, EMERGENCY ELECTRICAL GENERATOR,
MODEL NO. §P-45-3-H, SERIAL NO. 1896, 6 CYLINDERS, TURBOCHARGED, 75 BHP.

Conditions:

1.~ OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE-‘WITH ALL DATA
“AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
[SSUED UNLESS. OTHERWISE NOTED BELOW.,

[RULE 204}

2.+ THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

3. A TIMER SHALL BE INSTALLED SO AS TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1304 (2}(4), RULE 1110.2, RULE 1476]

" 4. THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
: INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING

PURPOSES.

[RULE 1304 (a), RULE 11102, RULE 1470]

3 THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE

' MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID'
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN'
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY"
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT.
[RULE 1304 (a), RULE 1470)

6. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1470}

7 AN ENGINE OPERATING L.OG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:
A. EMERGENCY USE HOURS OF OPERATION
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FACILITY PERMIT TO OPERATE
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B. MAINTENANCE AND TESTING HOURS

C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION) _
IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE-
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.

RULE 1304 (a), RULE 11102, RULE 1470]

8. ° ~ THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
C RULES 431.2 AND 1470.
[RULE 431.2, RULE 1470]

Emissions And Requirements:

8. . THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQU!REMENTS OF THE FOLLOWING RULES
AND R_EGULATIONS

" PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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PERMIT TO CONSTRUCT

Permit No,
A/N 4_47861

Equipment Deseription:

FUEL STQRAGE AND DiSPENSING FACILITY CONSISTING OF:

.1)‘

2) -

1 - GASOLINE UNDERGROUND STORAGE TANK, 1,200-GALLON CAPACITY, EQUIPPED WITH
PHASE 1 VAPOR RECOVERY SYSTEM OPW (VR-102-E), | METHANOL COMPATIBLE.

1 - GASOLINE DISPENSING NOZZLE, EQUIPPED WITH PHASE l VAPOR RECOVERY SYSTEM,
BALANCE RETRACTOR (G-70-52-AM).

Conditions;

I

OPERATION OF THIS EQUIPMENT SHALL BE IN COMPLIANCE WITH ALL DATA AND
SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT WAS
ISSUED, UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN-GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

ALL PERMIT CONDITIONS APPLICABLE TO THE EQUIPMENT DESCRIBED IN THE PREVIOUS
PERMIT TO OPERATE N03046 SHALL REMAIN IN EFFECT UNTIL THE NEW OR MODIFIED
EQUIPMENT IS CONSTRUCTED AND OPERATED AS DESCRIBED IN THIS NEW PERMIT. THIS
PERMIT TO CONSTRUCT/OPERATE SHALL BECOME INVALID IF THE MODIFICATION AS
DESCRIBED IN THE EQUIPMENT DESCRIPTION HAS NOT BEEN COMPLETED WITHIN ONE YEAR
FROM THE ISSUE DATE. IF THE MODIFICATION HAS NOT BEEN COMPLETED WITHIN ONE YEAR
FROM THE ISSUE DATE OF THE PERMIT, A WRITTEN REQUEST SHALL BE SUBMITTED TO THE
AQMD (ATTENTION: RANDY MATSUYAMA) TO REINSTATE THE PREVIOUSLY INACTIVATED
PERMIT TO OPERATE. A NEW APPLICATION SHALL BE FILED IF THERE ARE PLANS TO
CONTINUE WITH THE MODIFICATION. FURTHERMORE, THIS CONDITION DOES NOT ALLOW
ANY TIME EXTENSIONS TO ANY MODIFICATIONS REQUIRED BY THE CALIFORNIA AIR
RESOURCES BOARD OR AQMD.

[RULE 461]

EXCEPT FOR DIESEL TRANSFERS, PHASE I VAPOR RECOVERY SYSTEMS SHALL BE IN FULL
OPERATION WHENEVER FUEL IS BEING TRANSFERRED INTO STORAGE TANKS.
[RULE 461] ' :

 EXCEPT FOR DIESEL TRANSFERS, PHASE 11 VAPOR RECOVERY SYSTEMS SHALL BE IN FULL

OPERATION WHENEVER FUEL IS BEING TRANSFERRED INTO MOTOR VEHICLES, AS DEFINED lN
RULE 461
[RULE 461]
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ALL PHASE [ AND PHASE Il VAPOR RECOVERY EQUIPMENT AT THIS FACILITY SHALL BE
INSTALLED, OPERATED AND MAINTAINED TO MEET ALL CALIFORNIA AIR RESOURCES BOARD -
CERTIFICATION REQUIREMENTS.
[RULE 461]

- AT LEAST SEVENTY-TWO (72) HOURS PRIOR TO BACK-FILLING ANY UNDERGROUND STORAGE

TANK OR PIPING, THE SCAQMD SHALL BE NOTIFIED BY E-MAIL AT

R461BACKFILL@AOMD.GOV OR BY FACSIMILE AT TELEPHONE NUMBER (909) 396-3606. SUCH
NOTIFICATION SHALL INCLUDE THE NAME OF THE OWNER OR OPERATOR; THE NAME OF THE
CONTRACTORS: THE LOCATION OF THE EACILITY; AND THE SCHEDULED START AND
COMPLETION DATES OF THE BACK-FILLING PROCEDURE. THE BACK-FILLING PROCEDURE
SHALL NOT COMMENCE UNTIL INSPECTED BY A DISTRICT REPRESENTATIVE.

[RULE 461]

WITHIN THIRTY DAYS (30) AFTER THE START OF OPERATION OF THE EQUIPMENT AND
DEPENDING ON THE SYSTEM CONFIGURATION, EITHER A LEAK RATE TEST OF DROP
TUBE/DRAIN VALVE ASSEMBLY SHALL BE CONDUCTED TO QUANTIFY THE PRESSURE

. INTEGRITY OF BOTH THE DROP TUBE AND DRAIN VALVE SEAL OR A LEAK RATE TEST OF

DROP TUBE OVERFILL PREVENTION DEVICE AND DRAIN VALVE SHALL BE CONDUCTED TO
QUANTIFY THE PRESSURE INTEGRITY OF THE DROP TUBE OVERFILL PREVENTION DEVICE
AND THE PRESSURE INTEGRITY OF THE SPILL CONTAINER DRAIN VALVE. EITHER TEST SHALL
BE CONDUCTED IN ACCORDANCE WITH TEST PROCEDURE METHOD TP-201.1C OR TP-201.1D,
RESPECTIVELY. RESULTS SHALL BE SUBMITTED TO.THE AQMD, OFFICE OF ENGINEERING AND
COMPLIANCE, WITHIN SEVENTY-TWO (72) HOURS OF TEST.

[RULE 461]

A LEAK RATE AND CRACKING PRESSURE TEST OF PRESSURE/VACUUM RELIEF VENT VALVES
SHALL BE CONDUCTED WITHIN THIRTY DAYS (30) AFTER THE START OF OPERATION OF THE -
OPW PHASE I EVR EQUIPMENT AND AT LEAST ONCE EVERY THREE (3) YEARS THEREAFTER TO
DETERMINE THE PRESSURE AND VACUUM AT WHICH THE PRESSURE/VACUUM VENT VALVE
ACTUATES, AND TO DETERMINE THE VOLUMETRIC LEAK RATE AT A GIVEN PRESSURE. THE
TEST SHALL BE CONDUCTED IN ACCORDANCE WITH THE TEST PROCEDURE METHOD TP- ‘
201:1E. RESULTS SHALL BE SUBMITTED TO THE AQMD, OFFICE OF ENGINEERING AND

- COMPLIANCE, WITHIN SEVENTY-TWO (72) HOURS OF TEST. THIS TEST RESULT SHALL BE KEPT
ON SITE FOR THREE (3) YEARS AND MADE AVAILABLE TO DISTRICT REPRESENTATIVES UPON

REQUEST.
[RULE 461]

WITHIN THIRTY DAYS (30) AFTER THE START OF OPERATION OF THE EQUIPMENT, A STATIC
TORQUE TEST OF ROTATABLE PHASE [ ADAPTORS SHALL BE CONDUCTED TO QUANTIFY THE .
AMOUNT OF STATIC TORQUE REQUIRED TO START THE ROTATION OF THE ROTATABLE PHASE
1 ADAPTORS. THE TEST SHALL BE CONDUCTED IN ACCORDANCE WITH THE TEST PROCEDURE
METHOD OUTLINED IN TP-201.1B. RESULTS SHALL BE SUBMITTED TO THE AQMD, OFFICE OF
ENGINEERING AND COMPLIANCE, WITHIN SEVENTY-TWO (72) HOURS OF TEST.

[RULE 461]

. THE PHASE II VAPOR RECOVERY SYSTEM SHALL BE lNSTALLED OPERATED, AND

MAINTAINED SUCH THAT THE MAXIMUM ALLOWABLE PRESSURE THROUGH THE SYSTEM'
INCLUDING NOZZLE, VAPOR HOSE, SWIVELS, AND UNDERGROUND PIPING DOES NOT EXCEED
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THE DYNAMIC BACK PRESSURES DESCRIBED BY THE CALIFORNIA AIR RESOURCES BOARD

* EXECUTIVE ORDER BY WHICH THE SYSTEM WAS CERTIFIED

NITROGEN FLOWRATES DYNAMIC BACK PRESSURE
{(CFH) . (INCHES OF WATER)
) .60 ' 0.35

80 0.62

WITHIN THIRTY (30) DAYS AFTER THE START OF OPERATION OF THE EQUIPMENT, DYNAMIC
BACK PRESSURE TESTS SHALL BE CONDUCTED TO DETERMINE THE PHASE Il SYSTEM VAPOR
RECOVERY BACK PRESSURES. THE TESTS SHALL BE CONDUCTED IN ACCORDANCE WITH °
CARB TEST PROCEDURE TP-201.4, METHODOLOGY 1. RESULTS SHALL BE SUBMITTED TO THE
AQMD, OFFICE OF ENGINEERING AND COMPLIANCE, WITHIN SEVENTY-TWO (72) HOURS OF
TESTS. '
[RULE 461}

WITHIN THIRTY (30) DAYS AFTER THE START OF OPERATION OF THE EQUIPMENT, A STATIC

- PRESSURE LEAK DECAY TEST SHALL BE CONDUCTED TO DEMONSTRATE THAT THE STORAGE

TANKS, THE REMOTE AND/OR NOZZLE VAPOR RECOVERY CHECK VALVES, ASSOCIATED -
VAPOR RETURN PIPING AND FITTINGS ARE FREE FROM VAPOR LEAKS. THE TEST SHALL BE
CONDUCTED IN ACCORDANCE WITH CARB TEST PROCEDURE METHOD TP-201.3. RESULTS
SHALL BE SUBMITTED TO THE AQMD, OFFICE OF ENGINEERING AND COMPLIANCE, WITHIN
SEVENTY-TWO (72) HOURS OF TEST.

[RULE 461] ‘

IF THE CARB EXECUTIVE ORDER REQUIRES THE INSTALLATION OF A LIQUID REMOVAL

DEVICE, A LIQUID REMOVAL RATE TEST SHALL BE CONDUCTED TO DEMONSTRATE THE
REMOVAL OF GASOLINE FROM THE VAPOR PASSAGE OF THE COAXIAL HOSE. THE TEST

- SHALL BE CONDUCTED WITHIN THIRTY (30) DAYS AFTER THE START OF OPERATION OF THE
- EQUIPMENT AND IN ACCORDANCE WITH CARB TEST PROCEDURE METHOD TP-201.6. RESULTS

SHALL BE SUBMITTED TO THE AQMD, OFFICE OF ENGINEERING AND COMPLIANCE, WITHIN
SEVENTY-TWO (72) HOURS OF TEST.
[RULE 461]

THE,AQMD SHALL BE NOTIFIED BY E-MAIL AT R461TESTING@AQMD.GOV OR BY FACSIMILE
AT TELEPHONE NUMBER (909) 396-3606 AT LEAST SEVENTY-TWO (72) HOURS PRIOR TO ANY OF -
THE ABOVE MENTIONED TESTING REQUIREMENTS. SUCH NOTIFICATION SHALL INCLUDE THE
NAME OF THE OWNER OR OPERATOR: THE NAME OF THE CONTRACTOR; THE LOCATION OF
THE FACILITY; AND THE SCHEDULED START AND COMPLETION DATES OF THE TESTS TO BE
PERFORMED.

[RULE 461]

THE TESTING FOR THE ABOVE MENTIONED TESTS SHALL BE CONDUCTED IN ACCORDANCE
WITHL THE MOST RECENT RULE 461 AMENDMENT OR CARB EXECUTIVE ORDER
REQUIREMENTS, WHICHEVER IS MORE STRINGENT.

[RULE 461] ,

ALL RECORDS AND TEST RESULTS THAT ARE REQUIRED TO BE MAINTAINED BY RULE 461
SHALL BE. KEPT ON SITE FOR FIVE YEARS AND MADE AVAILABLE TO DISTRICT
REPRESENTATIVES UPON REQUEST.
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[RULE 461]

THE TESTING FREQUENCY FOR THE ABOVE MENTIONED TESTS SHALL BE CONDUCTED IN
ACCORDANCE WITH THE MOST RECENT RULE 461 AMENDMENT OR CARB EXECUTIVE ORDER
REQUIREMENTS, WHICHEVER IS MORE STRINGENT.

[RULE 461]

THE MAXIMUM QUANTITY OF GASOLINE DISPENSED FROM THE STORAGE TANKS AT THIS
FACILITY SHALL NOT EXCEED 1250 GALLONS IN'-ANY ONE CALENDAR MONTH NOR 15000
GALLONS IN ANY ONE CALENDAR YEAR.

[RULE 1303 (b)(2), RULE 1401]

RECORDS OF MONTHLY AND ANNUAL FUEL RECEIVED SHALL BE PREPARED SHALL BE

- RETAINED FOR FIVE YEARS, AND SHALL BE MADE AVAILABLE TO DISTRICT

REPRESENTATIVES UPON REQUEST.
[RULE 1303 (b}2), RULE 1401]

Periodic Monitoring.:

20.

2L

THE OPERATOR SHALL HAVE A PERSON THAT HAS BEEN TRAINED IN ACCORDA_NCE WITH

" RULE 461( C X6) CONDUCT A SEMI-ANNUAL INSPECTION OF THE GASOLINE TRANSFER AND

DISPENSING EQUIPMENT. THE FIRST INSPECTION SHALL BE IN ACCORDANCE WITH RULE 461,
ATTACHMENT C, THE SECOND INSPECTION SHALL BE IN ACCORDANCE WITH RULE 461,
ATTACHMENT D, AND THE SUBSEQUENT INSPECTIONS SHALL ALTERNATE PROTOCOLS. THE
OPERATOR SHALL KEEP RECORDS OF THE INSPECTION AND THE REPAIRS IN ACCORDANCE TO
RULE 461 AND SECTION K OF THIS PERMIT.

[RULE 3004 (a)(4)]

- Emissions And Requirements:

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS

VOC: " RULE 461
voC:  RULE 1170
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PERMIT TO OPERATE

Perinit No. F49028
A/N 387371

Equipment Description: -

INTERNAL COMBUSTION ENGINE, CUMMINS, MODEL QST30-G1, DIESEL FUEL, 12 CYLINDERS,
TURBOCHARGED AND AFTERCOOLED, RATED AT 1135 B.H.P, DRIVING AN EMERGENCY ELECTRICAL
GENERATOR.

Condltlons
1, OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA

~AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT 1S
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

3. AN OPERATIONAL NON RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
- MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME,
[RULE 1304 (a)(4), RULE 11102, RULE 1470}

4, THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 50 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 1304 (a), RULE 11 10. 2 RULE 1470]
5. THE OPERATION OF THE ENGINE BEYOND THE 50 HOURS PER YEAR ALLOTTED FOR ENGINE

- MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID

POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE

ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN

THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS -

TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY

SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE.- ENGINE OPERATION SHALL BE

TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A

ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT.

[RULE 1304 (a), RULE 1470]

6. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
S INTERRUPTIBLE SERVICE CONTRACT IN- WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
" REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.
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[RULE 1470]

AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:

A. EMERGENCY USE HOURS OF OPERATION
B. MAINTENANCE AND TESTING HOURS
C. ~  OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)

IN. ADDITION, EACH TIME THE ENGINE.IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST, THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED

" SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.
[RULE 1304 (a), RULE 1110.2, RULE 1470]

THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
RULES 431.2 AND 1470.
[RULE 431.2, RULE 1470]

Emissions And'REq'uirementS'

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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PERMIT TO OPERATE

Permit No. F54754
A/N 403866

Equlpment Descrlptlon

INTERNAL COMBUSTION ENGINE, GENERAC, MODEL 33.9DTA, DIESEL FUEL, 12 CYLINDERS,
TURBOCHARGED AND AFTERCOOLED RATED AT 1135 B.H.P, DRJVING AN EMERGENCY ELECTRICAL
GENERATOR. .

C0ndi£i0ns:
- 1. OPERATION OF THIS‘EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
[SSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
’ CONDITION AT ALL TIMES.
[RULE 204] .
3, AN OPERATIONAL NON RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND

MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME,
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470]

- 4 THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
. PURPOSES.
[RULE 1304 (a), RULE 1110.2, RULE 1470]

"5, THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE
MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO'A ROTATING OUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS -

“TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
SERVICE BLOCK THAT 1S SUBJECT TO THE ROTATING OQUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE 1S NO LONGER IMMINENT OR IN EFFECT.

* ' [RULE 1304 (a), RULE 1470]

6. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING .
: INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO.SO BY THE UTILITY OR THE GRID OPERATOR.
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[RULE 1470]

7.  ° ANENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:
A. EMERGENCY USE HOURS OF OPERATION
B. MAINTENANCE AND TESTING HOURS
C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION) :
IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE .
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.
[RULE 1304 (a), RULE 1110.2, RULE 1470]

8. “THE OPERATOR SI—IALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
RULES 431.2 AND 1470. . -
[RULE 4312, RULE 1470] . :

Emissions And Requirements:

9. THIS EQUIPMENT IS SUBJ ECT TO THE APPLICABLE REQUIREMENTS OF. THE F OLLOWING RULES
AND REGULATIONS:

PM:  RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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'PERMIT TO.OPERATE .

Permit No, F54742
-+ A/N 404383

Equipment Description:

v INTERNAL COMBUSTION ENGINE, PORTABLE ISUZU, MODEL 4BG1, DIESEL FUEL 4, CYLINDERS,
NATURALLY ASPIRATED RATED AT 58 B.H.P, DRIVING AN EMERGENCY ELECTRICAL GENERATOR.

Conditions:

1L

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA -
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204] . C
THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.

[RULE 204]

AN OPERATIONAL NON RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME..
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470} . -

THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 1304 (a), RULE 11102, RULE 1470]

THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE
MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE
ELECTRICAL GRID-OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN
THE.CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN.ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY .
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT.

[RULE 1304 (a), RULE 1470)

THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1470] ,
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AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:

A. EMERGENCY USE HOURS OF OPERATION
B. MAINTENANCE AND TESTING HOURS
C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)

IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE -
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED

" SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR. -
[RULE 1304 (a), RULE 1110.2, RULE 1470]

THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
RULES 431.2 AND1470. :
[RULE 431.2, RULE 1470]

Emissions And Requirements:

i

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES.
AND REGULATIONS

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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PERMIT TO OPERATE
Permit No. F54744 B
A/N 404384
Equipment Description:

INTERNAL COMBUSTION ENGINE, CUMMINS, MODEL 6BT5.9-G2, SERIAL NO. 45163883, DIESEL FUEL,
TURBOCHARGED, RATED AT 166 B.ILP, DRIVING AN EMERGENCY ELECTRICAL GENERATOR.

Conditions: .
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT 18§
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]
2, THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
" CONDITION AT ALL TIMES. :
[RULE 204] - -
3. . AN OPERATIONAL NON RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND

MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME. -
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470]

4, THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES. )

[RULE 1304 (a), RULE 1110.2, RULE 1470}

5. THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE
- . _ MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN
© THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO 1SSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING QUTAGE. ENGINE OPERATION SHALL BE'
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT.
. [RULE 1304 (a), RULE 1470]

6. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY -OR THE GRID OPERATOR.

[RULE 1470]
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7. ANENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:
A, EMERGENCY USE HOURS OF OPERATION
B. MAINTENANCE AND TESTING HOURS
C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)
IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END, OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
' THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
" SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.
[RULE 1304 (a), RULE 11102, RULE 1470]

8. THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
: RULES 431:2 AND 1470.
[RULE 431.2, RULE 1470}
Emissions And RequircmentS'

9. THIS EQUIPMENT 1S SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
‘ AND REGULATIONS . '

PM:  RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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PERMIT TO OPERATE

Permit No. F54743
A/N 404385

,Equipment Description:

INTERNAL COMBUSTION ENGINE, CUMMINS, MODEL 6BT5.9-G2, SERIAL NO. 45159506, DIESEL FUEL,
TURBOCHARGED, RATED AT 166 B.H.P, DRIVING AN EMERGENCY ELECTRICAL GENERATOR,

Co_nditions:

1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE AFPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

2, THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED. AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

3. AN OPERATIONAL NON RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND

MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470]

4. THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
- INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.
[RULE 1304 (2), RULE 1110.2, RULE 1470]

s THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE

: MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE

~ ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN

" THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS

TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT.
[RULE 1304 (a), RULE 1470] .

6. . THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1470]
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7, AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:
A.  EMERGENCY USE HOURS OF OPERATION -
B. MAINTENANCE AND TESTING HOURS '
C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)
TN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.
fRULE 1304 (a), RULE 11102, RULE 1470]

8. THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
RULES 431.2 AND 1470.
[RULE 431.2, RULE 1470]

Emlssmns And Requirements:

9. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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PERMIT TO OPERATE

Permit No. F54745
A/N 404387

_Equipment Description:

INTERNAL COMBUSTION ENGINE, CUMMINS, MODEL 6CTA8.3-G2, SERIAL NO. 45164903, DIESEL FUEL,
SIX CYLINDERS, TURBOCHARGED AND AFTERCOOLED, RATED AT 277 B.H.P, DRIVING AN EMERGENCY
ELECTRICAL GENERATOR.

L.

" Conditions:

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

AN OPERATIONAL NON RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.

" [RULE 1304 {a)(4), RULE 1110.2, RULE 1470]

THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 50 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 1304 (a), RULE 11102, RULE 1470]

THE OPERATION OF THE ENGINE BEYOND THE 50 HOURS PER YEAR ALLOTTED FOR ENGINE

- MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID

POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING QUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY -
SERVICE BLOCK THAT IS SUBJECT TQO THE.ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO-LONGER IMMINENT OR IN EFFECT:

[RULE 1304 (a), RULE 1470]

" THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING

INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRlD OPERATOR.

{RULE 1470]
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7. AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS;
A EMERGENCY USE HOURS OF OPERATION
B. MAINTENANCE AND TESTING HOURS
C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)
IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIQUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.
[RULE 1304 (a), RULE 11162, RULE 1470]

8. THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
" RULES 431.2 AND 1470.
[RULE 431.2, RULE 1470]

Emissions And RequirementS'

9. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES |
AND REGULATIONS

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS

B
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PERMIT TO OPERATE

Permit No. F54750
A/N 404389

‘Equipment Description:

"INTERNAL COMBUSTION ENGINE, PORTABLE, GENERAC, MODEL SD100, DIESEL FUEL,
TURBOCHARGED AND AFTERCOOLED, RATED AT 150 B.H.P, DRIVING AN EMERGENCY ELECTRICAL
GENERATOR

1.

AN OPERATIONAL NON RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND

" ‘Conditions:

OPERATION OF THIS EQUIPMENT SHALL-BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT 13
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

'THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING

CONDITION AT ALL TIMES.
[RULE204]

MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470]

THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY.ONE YEAR FOR MAINTENANCE AND TESTING -
PURPOSES. ]

[RULE 1304 (a), RULE 1110.2, RULE 1470]

THE OPERATION OF THE ENGINE BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE
MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE ,
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT.

[RULE 1304 (a), RULE 1470]

- THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING

INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.
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[RULE 1470]

7. AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL

LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS: -
A. . EMERGENCY USE HOURS OF OPERATION
B. - MAINTENANCE AND TESTING HOURS .
C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION) :
IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF .
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO

~“THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.

- [RULE 1304 (a), RULE 11102, RULE 1470]

3. | THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
) RULES 431.2 AND 1470.
[RULE 431.2, RULE 1470]

Emissions And Requirements:

9. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES '
AND REGULATIONS

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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PERMIT TO OPERATE

Permit No. F70241
A/N 431892

Equipment Descrlptmn

INTERNAL COMBUSTION ENGINE CUMMINS, MODEL 6BTA5.9-G4, DIESEL FUEL, TURBOCHARGED AND
AFTERCOOLED, RATED AT 170 B.H.P, DRIVING AN EMERGENCY ELECTRICAL STAND -BY GENERATOR

COl‘ldlthllS

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
“-‘AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES. _ .

[RULE 204}

- AN OPERATIONAL NON RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
_ MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME

[RULE 1304 (a)(4), RULE 1110.2, RULE 1470]

THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 50 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 1304 (a), RULE 1110.2, RULE 1470]

-

THE OPERATION OF THE ENGINE BEYOND THE 50 HOURS PER YEAR ALLOTTED FOR ENGINE
MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN -
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT.

[RULE 1304 (a), RULE 1470]

THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING

- INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR

REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN

- REQUESTED TO SO BY THE UTILITY.QR THE GRID OPERATOR.

[RULE 1470]
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7. AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
'LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:
A EMERGENCY USE HOURS OF OPERATION'

. B. MAINTENANCE AND TESTING HOURS
C. "~ OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)
IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR. '
[RULE 1304 (a), RULE 1110.2, RULE 1470]

8. THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
RULES 431.2 AND 1470.
[RULE 431.2, RULE 1470]

Emissions And Requlrements

97. . THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR EMISSION LlMiTS | *
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PERMIT TO OPERATE

Permit No. F88831
A/N 453545

Equipment Déscription:

INTERNAL COMBUSTION ENGINE CATERPILLAR, MODEL 3512C-DITA, DIESEL FUEL, 12 CYLINDERS,
TURBOCHARGED AND AFTERCOOLED , RATED AT 2206 B.H.P, DRIVING AN EMERGENCY ELECTRICAL
GENERATOR.

Conditions:-

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT I8
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204] : .

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.

[RULE 204]

AN OPERATIONAL NON RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470]

THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 50 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES. ,

iRULE 1304 (a). RULE 1110.2, RULE 1470]

. THE OPERATION OF THE ENGINE BEYOND THE 50 HOURS PER YEAR ALLOTTED FOR ENGINE

MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A 1.OSS OF GRID
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING QUTAGE. ENGINE OPERATION SHALL BE
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A
ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT.

[RULE 1304 {a), RULE 1470]

"THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING

INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN

REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.



Section D Page 60 -
‘Facility 1.D#: 014966
Revision# draft I~

Date: May 19, 2009

FACILITY PERMIT TO OPERATE '
US GOV'T,VAMEDICAL CENTER, WEST L A

[RULE 14701 .

7. AN ENGINE CGPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL
LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS:
A, EMERGENCY USE HOURS OF OPERATION
B. MAINTENANCE AND TESTING HOURS
C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)
IN ADDITION, EACH TIME THE ENGINE IS STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.
[RULE 1304 (a), RULE 1110.2, RULE 1470]

3 THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF
v RULES 431.2 AND 1470. .
[RULE 431.2, RULE 1470] .

Emissions And Requirements:

9. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
- AND REGULATIONS: ‘

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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PERMIT TO OPERATE

Permit _No.
A/N 498101

Equipment Description:

INTERNAL COMBUSTION ENGINE, JOHN DEERE, MODEL 6068HF485T, DIESEL FUEL, 6 CYLINDERS,
TURBOCHARGED AND AFTERCOOLED , RATED AT 315 B.H.P, DRIVING AN EMERGENCY ELECTRICAL
GENERATOR.

‘Conditions:
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT 1S
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

3..  THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF RULES 431.2, RULE

1470 AND 1472.
[RULE 431.2, RULE 1470, RULE 1472]

4. AN OPERATIONAL NON RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1304 (a)(4), RULE 1110.2, RULE 1470}

5. THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE CALENDER YEAR,
WHICH INCLUDES NO MORE THAN 50 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND
TESTING PURPOSES.

[RULE 1304 (a), RULE 11102, RULE 1470]

6. THIS ENGINE SHALL NOT OPERATE MORE THAN 4.2 HOURS IN ANY ONE CALENDER MONTH
FOR MAINTENANCE AND TESTING PURPOSES.
[RULE 1304 (b)2)]

7. THE OPERATION OF THE ENGINE BEYOND THE 50 HOURS PER YEAR ALLOTTED FOR ENGINE
MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID
POWER OR UP TO-30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE
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’ TERM]NATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A

ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT.
[RULE 1304 (a), RULE 1470] -

THIS ENGINE'SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING.ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1470]

AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS SHALL

LIST ALL ENGINE OPERATIONS IN EACH OF THE FOLLOWING AREAS

A, EMERGENCY USE HOURS OF OPERATION
B. MAINTENANCE AND TESTING HOURS
C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION) *

IN ADDITION, EACH TIME THE ENGINE 1S STARTED MANUALLY, THE LOG SHALL INCLUDE THE
DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND END OF
OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR YEARS PRIOR TO
THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. THE
TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR SHALL BE RECORDED
SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH YEAR.

[RULE 1304 (a), RULE 11102, RULE 1470]

Emissions And Requirements:

10.

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES"

AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
PM: RULE 1470
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" FACILITY PERMIT TO OPERATE
US GOV'T, V A MEDICAL CENTER, WEST L A

RULE 219 EQUIPMENT

Equipment Description:

- RULE 219 EXEMPT EQUIPMENT, COATING EQUIPMENT, PORTABLE, ARCHITECTURAL COATINGS.

Periodic Monitoring:

.

THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, FOR THE
FOLLOWING PARAMETER(S) OR ITEM(S). ’

FOR ARCHITECTURAL APPLICATIONS WHERE NO THINNERS, R_EDUCERS, OR OTHER VOC

CONATINING MATERIALS ARE ADDED, MAINTAIN SEMI-ANNUAL RECORDS OF ALL COATINGS.
CONSISITING OF (a) COATING TYPE, (b) VOC CONTENT AS SUPPLIED IN GRAMS PER LITER (g/1)
OF MATERIALS FOR LOW-SOLIDS COATINGS, (¢) VOC CONTENT AS SUPPLIED IN g/1 OF
COATING, LESS WATER AND EXEMPT SOLVENT, FOR OTHER COATING.

FOR OTHER ARCHITECTURAL APPLICATIONS WHERE THINNERS, REDUCERS, OR OQTHER VOC

CONATINING MATERIALS ARE ADDED, MAINTAIN DAILY RECORDS FOR EACH COATING
CONSITING OF (a) COATING TYPE, (b)-VOC CONTENT AS APPLIED IN GRAMS PER LITER (g/l) OF
MATERIALS USED FOR LOW-SOLIDS COATINGS, (c) VOC CONTENT AS APPLIED IN g/l OF
COATING, LESS WATER AND EXEMPT SOLVENT, FOR OTHER COATING.

[RULE 3004 (a) (4)]

. Emissions And Requirements:

2.

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQU[REMENTS OF THE FOLLOWING RULES

AND REGULATION

VOC: RULE 1113, SEE APPENDIX B FOR EMISSION LIMITS -
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS_
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Date: May 19, 2009

FACILITY PERMIT TO OPERATE
US GOV'T, VA MEDICAL CENTER, WEST L. A

RULE 219 EQUIPMENT

Equipment Description: v

RULE 219 EXEMPT EQUIPMENT, REFRIGERANT/RECOVERY

Emissions And Requirements:

1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS: . ) . C
REFRIGERANT" RULE 1415

REFRIGERANT: 40 CFR82 SUBPARTF




LS

" SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT

PAGE NO.:

TOTAL PAGES::

6 ‘ 1

APPL. NO. DATE

SSC DIVISION See Below 5/19/2009
_ PROCESSED BY | CHECKED BY
APPLICATION PROCESSING AND CALCULA TIONS. | RDO ' '
" PERMIT TO CONSTRUCT/OPERATE
' APPLICANT US GOVT, VA MEDICAL CTR, LOS ANGELES

MAILING ADDRESS 11301 WILSHIRE BLVD:.
‘ ‘ LOS ANGELES

| EQUIPMENT LOCATION | SAME

EQUIPMENT DESCRIPTION:

APPLICATION NO 498101

INTERNAL COMBUSTION ENGINE, JOHN DEERE, MODEL 6068HF485T, DIESEL FUEL,
6 CYLINDERS, TURBOCHARGED AND AFTERCOOLED RATED AT 3 15 B.H.P,

DRIVING AN EMERGENCY ELECTRICAL GENERATOR.

PERMIT CONDITIONS

1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATIONS UNDER WHICH THIS PERMIT

IS ISSUED.

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING

CONDITIONS AT ALL TIMES.

3. THE OPERATOR SHALL COMPLY WITH ALL APPLICABLE REQUIREMENTS OF RULES 431.2,

RULE 1470 AND 1472,

4. AN OPERATIONAL NON—RESETTABLE TOTALIZiNG TIME METER SHALL BE INSTALLED

AND MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.

5. THIS ENGINE SHALL BE OPERATED- TO A MAXIMUM OF 200 HOURS PER CALENDAR YEAR.
AND SHALL BE OPERATED TO A MAXIMUM OF 50 HOURS PER YEAR FOR REGULAR

MAINTENANCE AND TESTING

- 6. THIS ENGINE SHALL BE OPERATED TO A MAXIMUM OF 4.2 HdURS PER CALENDAR MONTH

FOR REGULAR MAINTENANCE AND TESTING

SHALL.BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID POWER OR UP TO 30
MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE UTILITY DISTRIBUTION .

COMPANY HAS ORDERED ROTATING QUTAGES IN THE CONTROL AREA WHERE THE
- ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS TO ISSUE SUCH AN ORDER AT

" 7. OPERATION EEYOND THE 50 HOURS PER YEAR FOR ENGINE MAINTENANCE AND TESTING
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- A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILIT-Y SERVICE BLOCK THAT IS

SUBJECT TO THE ROTATING OUTAGE. ENGINE OPERATION SHALL BE TERMINATED
IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A ROTATING

OUTAGE IS NO LONGER IMMINENT OR IN EFFECT.

8. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING

INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT QR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN

"REQUESTED TO SO BY THE UTILITY OR THE-GRID OPERATOR.

9. AN ENGINE OPERATING LOG SHALL BE MAINTAINED WHICH ON A MONTHLY BASIS |

. SHALL INCLUDE MANUAL AND AUTOMATIC OPERATION AND SHALL LIST ALL ENGINE

OPERATIONS IN EACH OF THE FOLLOWING AREAS:
A. EMERGENCY USE HOURS OF OPERATION

B. MAINTENANCE AND TESTING HOURS

C. OTHER OPERATING HOURS (DESCRIBE THE REASON FOR OPERATION)

IN ADDITION, EACH TIME THE ENGINE IS STATED MANUALLY, THE LOG SHALL INCLUDE
THE DATE OF OPERATION AND THE TIMER READING IN HOURS AT THE BEGINNING AND

END OF OPERATION THE LOG SHALL BE KEPT FOR A MINIMUM OF THREE CALENDAR

YEARS PRIOR TO THE CURRENT YEAR AND MADE AVAILABLE TO DISTRICT PERSONNEL
UPON REQUEST. THE TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR
SHALL BE RECORDED SOMETIME DURING THE FIRST 15 DAYS OF JANUARY OF EACH

YEAR.

BACKGROUND:

This application was filed on 04/21/2009 as a new construction. The engine will be used as diesel

fu'eled emergency stand-by ICE driving an electrical generator.

In the Facility Permit ID#14966, additions are requested to Section D by adding one emergency -
diesel fueled (ICE). Attached is a draft of Section D in the Facility Permit affected by this

addltlon

This Tltle V modification is considered as a “Minor Permit Revision” to the Title V permit
“because there is no net increase of pollutant emissions do not exceed the threshold levels

described District Rule 3005 (¢)(1) .

'CALCULATIONS
1. Permit processing Emissions calculation methodology

A. Emissions calculations

S
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APPLICATION PROCESSING AND CALCULATIONS

Determine erﬁissions from NOx, CO, ROG and PM

hp x gr/bhp—hr

RI(LB/ HR) = ,
‘ | 454 gr [ 1b

Note RI=R2 -

Note, PMI10 =0.96 PM

Note, retard engine by four degrees, NOx is decreased by 20% and CO is

increased by 38.5% (note does apply)

Determine emissions from SOX

| RILB/ HRy = 222 GAL gSAGE
: , 1x10

Note Rl = R2

Where EF equal [b/MGAL (ref SCAQMD emissions fee form B-3)

Note, if applicant provide SOx in terms of g/bhp-hr, use previous formula-

B.  Requirements for BACT, Rule 1303 (a)

' See emissions data from AQMD certified engine (a/n 451077), see attachment -

Ttem HP | NOX+VOC  [CO PM10
] G/bhp-hr G/bhp-hr | G/bhp-hr
- [ BACT 3 26 0.15
'Engine 315 2.75 0.43 0.06
Compliance Yes | Yes yes
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2. COMPLIANCE RECORD REVIEW

The SCAQMD compliance database for the past two year period (10/24/2004-10/24/2006)
and two NOV’s were issued per Rule 2202 (j).

3.. EMISSIONS CALCULATIONS

R2-30
~ R1-Ib/hr | R1-1b/dy dy av R2-1b/yr
NOx 1.88 1.88 0.25 94
ROG 0.03 0.03 0.00 1.73
CO 0.30 0.30 0.04 15
SOx | 0.0034 |0.0034 0.00 0.17
PM 10.04163 | 0.04 0.01  |208
PM10 | 0.03996 | 0.04 1 0.01 2.00

See attachment for detailed calculations

. RULES EVALUATION:

Rule 212 :The engine is not located within 1000 feet of a school, thus pubhc notice is not’
: required.

Rule 401 :The equipmeht is not expected to emit visible emissions.
Rule 402 :The equipment is not expected to emit odorous emissions.
Rule 404 'Grain loading from the engine expected to comply

Rule 431.2 Per section (c)(e)(2) require the fuel oil purchased to have a sulfur content of less
than 15 ppmw, expected to comply with this Rule .

Rule 11 10.2.Exempt per section (i)(2).
Reg. XIII Compliance with the following sections is anticipated.
1303 (a)-BACT- Emissions meets BACT limit (see table).

1303 (b)(1)-The engines are exempt from modeling for being emergency
equipment, per 1304 (a)(4)
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1303 (bX2)- The 30 day ave for all pollutants are below 0.49 1b/dy, no offsets
required, thus Rule 1304 does not apply.

RULE 1401-Exempt per section (2)(1)(F), does not apply for stand-by generators exempt per Reg
' ‘ 1304

RULE 1470- Compliance with the following sections is anticipated.

1470 (c)(1)-requires ultra low sulfur be used in this equipment 1/2006, but Rule
431.2 already requires the use of this fuel at this time.

1470 (c)(2)(C)(i)(1)-The PM emissions from the engines are less than 0.15 g/bhp-
hr. '

1470 (c)(2)(C)(i)(II)-Limit the testing to no more than 50 hours per year

1470 (c)(2)(C)(1v) Complies, the NOx CO and VOC complies with the current
: BACT emissions limits

1470 (d)(9)-Per Mike Mills, add monthly log requlrement of this sections as
permit conditions.

RULE 1472-The hospital has more than three engines, per section (f) the apphcant does not have
to submit the compliance plan until 1/1/2011

N Regulation XXX

This facility (id# 149669) is included in Phase Two of the Title V universe. Therefore the
proposed equipment is expected to comply with the following sections:

Rule 3005 (c)(1): The Title V expected permit revision caused by this equipment addition
satisfies all the applicable conditions listed in this rule, it constitutes a Minor
Permit revision (no net emissions increase less than required by Rule 3000
(BY(12)(A)(Vi)). -

Rule 3003 The anticipated Minor permit revision is expected to comply with all the applicable
requirements in this rule, of special note are the sections listed below

Sect1on (1}(4) A permit revision may be issued after the permit revision applications meets all
conditions in this rule.

Section (jJ)(1}(A) The EPA Administrator will timely receive the Minor revision upon completion

' of District evaluation.
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completion of District evaluation.

Section (j)(1)(I) The EPA Administrator will timely receive the final Title V permit upon

issuance by the District

Sectlon (J)(@XA) The applicant will be timely notified of any refusal to accept all

recommendations for the draft permit -

Rule 3006 (2) Exempt per scction (b).

RECOMMENDATIONS

~ Based on the analysis in this report, the equipment is expected to comply with the
apphcable Rules and Regulahons of the SCAQMD and the applicable BACT

requirements.

| ‘Section (j)(1)(C) The EPA Administrator will timely receive the draft of the Minor revision upon

For this reason, the following disposition is recommended; issue a revised Title V Facility
Permit reflecting the addition of one emergency stand-by ICE described under section D.

Updates in Section D of the Title V facility Permit resulting from this addition are listed

in Equipment and Condition sections of the attached draft permit.

RECOMMENDATIONS

FOR THIS APPLICATION THE FOLLOWING DISPOSITION IS RECOMMENDED:

_Issue PC/PO- o




